
MISSISSIPPI DEPARTMENT OF TRANSPORTATION  
 
SPECIAL PROVISION NO. 907-603-8 CODE:  (SP) 
 
DATE: 05/12/2008 
 
SUBJECT: Culverts and Storm Drains 
 
Section 603, Culverts and Storm Drains, of the 2004 Edition of the Mississippi Standard 
Specifications for Road and Bridge Construction is hereby amended as follows. 
 
907-603.03--Construction Requirements.  
 
907-603.03.2--Bedding.  After the first paragraph of the Subsection 603.03.2 on page 356, add 
the following: 
 
Non-rigid pipe used in cross drains and storm drains shall have a Class B bedding.  Non-rigid 
pipe used in side drains shall have a Class C bedding.  No separate measurement will be made 
for pipe bedding.  Costs associated with pipe bedding shall be included in the cost of the pipe. 
 
907-603.03.4--Joining Conduit. 
 
907-603.03.4.1--Storm Drainage.  Delete the first sentence of the seventh paragraph of 
Subsection 603.03.4.1 on page 358, and substitute the following: 
 
Flexible steel conduits shall be firmly joined by coupling bands. 
 
907-603.03.7--Backfilling.  After the first paragraph of the Subsection 603.03.7 on page 360, 
add the following: 
 
Backfill of non-rigid corrugated polyethylene and poly (vinyl chloride) (PVC) pipe used in cross 
drains and storm drains shall be performed using one of the following methods: 
 

1. Flowable fill meeting the requirements of Section 631 of the Standard Specifications.  If 
flowable fill is used, care shall be taken to prevent the pipe from “floating”. 

2. Crushed stone aggregate meeting the requirements of Subsection 703.04.3 of the Standard 
Specification. 

 
No separate measurement will be made for backfilling pipe.  Costs associated with backfilling 
pipe will be included in the cost of the pipe. 
 
907-603.05--Basis of Payment.  Add the “907” prefix to pay item nos. 603-ALT, 603-MA thru 
603-MH, 603-NA thru 603-NL, 603-PE, and 603-PVC on pages 364 thru 366. 


